
B I S C U I T



.3..2.

Biscuit Bordeaux Dune 5x20 2”x8”

Wall Biscuit Bordeaux Dune / Plain 5x20 2”x8” - Floor Pixel41 Bordeaux 11,55x11,55 5”x5”



.5..4.

Biscuit Bordeaux Strip / Plain / Dune / Peak / Stud / Waves 5x20 2”x8” Biscuit Bordeaux Strip / Plain / Stud 5x20 2”x8” 



.7..6.

Biscuit Bordeaux Dune / Plain 5x20 2”x8” 

Biscuit Powder Strip / Plain / Dune / Peak / Stud / Waves - Biscuit Bordeaux Plain 5x20 2”x8” 



.9..8.

Biscuit Powder Peak / Plain 5x20 2”x8”

Wall Biscuit Powder Peak / Plain 5x20 2”x8” - Floor Pixel41 Powder 11,55x11,55 5”x5”



.11..10.

Biscuit Terra Peak 5x20 2”x8” Biscuit Terra Strip 5x20 2”x8”



.13..12.

Biscuit Terra Plain / Dune 5x20 2”x8” 

Biscuit Terra Strip / Plain / Dune / Peak / Stud / Waves 5x20 2”x8” 



.15..14.

Biscuit Bianco Waves 5x20 2”x8” Wall Biscuit Bianco Peak 5x20 2”x8 - Floor Futura White 15x15 6”x6” 



.17..16.

Biscuit Bianco Dune 5x20 2”x8” Biscuit Bianco Dune 5x20 2”x8” 



.19..18.

Biscuit Salvia Strip / Plain / Dune / Peak / Stud / Waves 5x20 2”x8” Biscuit Salvia Plain / Waves 5x20 2”x8



.21..20.

Biscuit Salvia Dune 5x20 2”x8” 

Biscuit Salvia Peak 5x20 2”x8



.22.

Biscuit Notte Strip / Plain / Dune / Peak / Stud / Waves 5x20 2”x8” 



.25..24.

Biscuit Notte Peak / Plain 5x20 2”x8” 

Biscuit Notte Stud 5x20 2”x8” 



BISCUIT

TECHNOLOGY MONOCOTTURA IN PASTA BIANCA - WHITE BODY SINGLE-FIRED WALL TILE 

FINISH OPACO - MATTE 

SIZES 5x20 2”x8”

THICKNESS 8 MM

TECHNICAL FEATURES AND PACKING

BISCUIT LAYING INSTRUCTIONS

Prima di iniziare il processo di installazione, assicurarsi che la superficie di posa sia livellata 
e sia stata accuratamente pulita. Per una corretta installazione è essenziale l’utilizzo di adesivi 
conformi ed adeguati alla destinazione d’uso. Per installazioni in ambienti umidi, come bagni e docce, 
per evitare l’infiltrazione di acqua, assicurarsi di impermeabilizzare in modo corretto la superficie di 
posa, utilizzando prodotti specifici a tal fine. In corrispondenza di tagli, avere cura di sigillare la 
zona interessata con silicone, così da evitare ulteriori infiltrazioni di acqua.

Before starting the installation process, make sure that the surface is level and has been thoroughly 
cleaned. For proper installation, it is essential to use adhesives that are compliant and suitable for 
the intended purpose. For installations in humid environment, such as bathrooms and showers, it is highly 
recommended to properly waterproof the laying surface using specific products for this purpose to avoid 
any water infiltration. In case of cuts, take care in sealing the affected area with silicon so as to 
avoid any further water infiltration. 

TECHNICAL DETAILS

BISCUIT colori stucchi consigliati  
                 advised grouts colors
BORDEAUX Kerakoll 42
TERRA Kerakoll 32
POWDER Kerakoll 39
BIANCO Kerakoll 02
SALVIA Kerakoll 18
NOTTE Kerakoll 10

BISCUIT GROUTS

4101164 PLAIN BORDEAUX

4101161 DUNE BORDEAUX

4101160 WAVES BORDEAUX

*4101159 STRIP BORDEAUX

4101163 STUD BORDEAUX

4101162 PEAK BORDEAUX

BIANCO

4100612 PLAIN BIANCO

4100606 DUNE BIANCO

4100604 WAVES BIANCO

*4100602 STRIP BIANCO

4100610 STUD BIANCO

4100608 PEAK BIANCO

SALVIA

4100691 PLAIN SALVIA

4100690 DUNE SALVIA

4100688 WAVES SALVIA

*4100686 STRIP SALVIA

4100687 STUD SALVIA

4100689 PEAK SALVIA

NOTTE

4100685 PLAIN NOTTE

4100684 DUNE NOTTE

4100682 WAVES NOTTE

*4100680 STRIP NOTTE

4100681 STUD NOTTE

4100683 PEAK NOTTE

*HA UN VERSO DI POSA - A SPECIFIC INSTALLATION SIDE IS REQUIRED
AL FINE DI ESALTARE L’ASPETTO ARTIGIANALE DEL PRODOTTO, I TONI E I CALIBRI PRESENTANO LIEVI DIFFERENZE.
SHADES AND CALIBERS, IN ORDER TO OBTAIN AN ARTIGIANAL AND UNIQUE EFFECTS, MAY PRESENTS LITTLE DIFFERENCES.

BORDEAUX

4100613 PLAIN TERRA

4100607 DUNE TERRA

4100605 WAVES TERRA

*4100603 STRIP TERRA

4100611 STUD TERRA

4100609 PEAK TERRA

TERRA

4101170 PLAIN POWDER

4101167 DUNE POWDER

4101166 WAVES POWDER

*4101165 STRIP POWDER

4101169 STUD POWDER

4101168 PEAK POWDER

POWDER

BISCUIT PATTERNS

colori NCS
NCS color scale
NCS S 5030-R
NCS S 3020-Y40R
NCS S 1515-Y50R
NCS S 0300-N
NCS S 3005-G80Y
NCS S 7005-B20G
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